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Description

Home Automation Integration

Control the features of an HAI Home Automation System from a DSX Telephone.

• Requires software version 3.31.95 or higher.
• Additional enhancements are available in software 3.44.06 or higher.

Description
DSX Home Automation Integration allows a DSX telephone to control the features of a connected HAI Home
Automation System. A keyset user can press uniquely-programmed feature keys to access Home Automation
System controls. A “top level” feature key allows the user to push interactive soft keys to navigate step-by-
step through the home automation devices and options. Additionally, the user can press a key to go directly to a
specific device such as a light, thermostat, lock, or audio control.

Lighting

Control home and premises lighting from the convenience
of any DSX telephone from any room in the house. Press a
soft key to turn a light on or off, make it dimmer, or increase
its brightness. The telephone display shows which lights are
off, which are on, and the relative brightness of those that
have dimmer adjustments. Press a key for a room and turn
all the lights in that room on or off simultaneously. Keys
for individual lights can be optionally illuminated when the
light is on.

Security

DSX can also control security, one of the most essential
components of any home automation system. For example,
at night easily view the alarm status and arm the system
from a DSX telephone, without the need for an alarm panel
on the bedroom wall. The extension can also have a key for
each zone or area providing alarm status at a glance.
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Climate

Integrated climate control options to keep the home
comfortable while effectively managing your energy
expenses. The DSX telephone can adjust the operating
settings of the heating, air conditioning, and humidification
control systems for each zone in the home. The telephone
display shows the current temperature and relative humidity
for the selected zone. To keep the levels at their current
settings, the user can push HOLD and the settings will
remain until the key is pushed again.

While accessing a thermostat, the MODE sets the operating
mode for the entire climate control system. The user can
push HEAT to turn on the heating system, COOL to activate
air conditioning, or AUTO to have the system automatically
set the mode. The circulation fan operating mode (ON,
AUTO, CYCLE) can also be set.

With an auxiliary temperature sensor, the outdoor
temperature can display next to the standard date and time
display on all telephones in the house.

Audio

DSX provides control of an HAI-compatible audio system
right from the extension. The user can quickly access
any audio zone in the home to turn it on or off, change
the audio source, or adjust the volume. In addition, DSX
will automatically mute the audio in the room when the
phone is ringing or when the user is on a call. This is a real
convenience when the music is blaring and someone needs
to answer an important call.

Access

The keys on a DSX telephone can also monitor and control
access to the home’s doors and gates. If the home has an
entry gate with an access control card reader, the extension
can have a key that shows the lock status as well as open the
gate to allow visitors to enter.



 | Home Automation Integration | 8

Scenes

Activation of many other features of the Home Automation
System is available from any convenient DSX telephone.
Scenes preset multiple home automation features that the
user can activate by pressing a DSX telephone key. Movie
aficionados can set up a Movie Scene for their media room
that automatically closes the blinds, dims the lights, and
turns on their home theater equipment. Sit down to watch a
movie, press the Movie Scene key, and enjoy the show! As
another example, a Bedtime Scene can lock the home and
turn off the lights. When ready for bed, the user can press
the Bedtime key on nightstand DSX telephone and enjoy
peace and security for the night.

Phone Activity Automation Control
Phone Activity Automation Control provides the means to implement a specific automation system control when
the telephone is active. For example, the system can automatically turn on a workshop light when the phone is
ringing or active. Phone Activity Automation Control options include:

• Mute Audio Zone - Mutes the volume of the audio device in a specific audio zone (e.g., Kitchen, Bedroom, or
Living Room).

• Mute All Audio Zones - Mutes the volume of all the devices in all the audio zones simultaneously.
• Set Flag - Sets a specific Home Automation System flag to 1, which in turn can initiate an action programmed

within the automation system.
• Unit On - Turns on a specific Home Automation System control unit (e.g., to turn on a workshop light).
• Unit Off - Turns off a specific Home Automation System control unit (e.g., to turn off a radio).
• Output On - Turns on the associated output control unit (e.g., to turn on a notification chime).
• Output Off - Turns off the associated output control unit (e.g., to mute a non-compatible audio system).

Note:  HAI-Compatible systems include Omni IIe, OmniPro II, Lumina, and Lumina Pro. Contact HAI at 
www.homeauto.com  for more on these systems, distribution networks, and dealer opportunities.

X10 Speed Up [3.44.06]
The response time between connected X10 devices and DSX telephone control key presses has been improved.
The first key press is immediately sent to the X10 device with additional presses buffered until user adjustment is
complete.

Power Control Timer [3.44.06]

With a Super Display Telephone, power devices (such as
lights and switches) can now be timed by pressing a soft
key. After accessing the power device and pressing the
Timer soft key, the user can activate the power device for
the designated time period by selecting one of the following
choices:

• 1, 5, 10, or 30 minutes
• 1, 2, 4, or 8 hours

http://www.homeauto.com
http://www.homeauto.com
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Once the Power Control Timer is activated, the device
elapsed active time shows on the top line of the DSX 22-
Button, 34-Button, or Super Display.

Thermostat Run Timer[3.44.06]

The Thermostat Run Timer automatically runs when
connected heating and cooling units are turned on. If the
unit is running, the timer shows how long it has been
running. If the unit is not running, the timer shows the total
time the unit ran during its last on cycle. The display below
shows the following for the example site's Server Room:

• Temperature is 74 degrees F.
• Relative Humidity is 42%.
• The cooling unit is on.
• The cooling unit has been running for 10 minutes and 53

seconds.

Conditions and Defaults
Conditions

• None.

Default Setting

• Home Automation Integration not enabled.

Other Related Features
Features

• None.

IntraMail Features

• None.
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Programming

Programming Home Automation
Integration

Setting the Home Automation Integration Options
1. Connect to the Automation System Controller

1. 1901-01: Enable Automation System [System: Automation: Setup: System (1901): Enable] on page 19

Enable integration with the connected Home Automation System. When you enable this option in
the system, the DSX will connect to the Home Automation System controller and download the
controller's database.

Option Description

No (0) Disabled [Default]

Yes (1) Enabled.

2. 1902-01: IP Address [System: Automation: Setup: Connection (1902): IP Address] on page 19

Specify the IP address of the Home Automation System controller. DSX requires an active Ethernet
connection with the controller to provide integration.

Option Description

IP Address Digits using 0-9, 12 max in the format
xxx.xxx.xxx.xxx. [Default = 0.0.0.0 (unassigned)]

3. 1902-02: Controller TCP Port [System: Automation: Setup: Connection (1902): TCP Port] on page 20

Designate the network TCP port assigned to the Home Automation System controller. This is the port
the DSX uses to communicate with the controller over Ethernet.

Option Description

TCP Port 0-65535. [Default = 4369]

4. 1902-03: Key Part 1 [System: Automation: Setup: Connection (1902): Encryption Key Part 1] on page 20

Enter the first part of the Home Automation System encryption key. There are two parts to the key.
The second part is entered in the next step.

Option Description

Key Part 1 16 alphanumeric characters max. [Default = No
entry]

• See the Name Programming Chart for help with
entering the key.

5. 1902-04: Key Part 2 [System: Automation: Setup: Connection (1902): Encryption Key Part 2] on page 20
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Enter the second part of the Home Automation System encryption key. There are two parts to the
key. The first part is entered in the previous step

Option Description

Key Part 2 16 alphanumeric characters max. [Default = No
entry]

• See the Name Programming Chart for help with
entering the key.

2. Set Up the Automation Key Definitions

1. 1904-01: Home Automation Key Definitions [System: Automation: Key Definitions: Key Definitions (1904)]
on page 21

Set up key definitions that allow Feature Keys to access Home Automation System controls. You can
program up to 256 control definitions.

Option Description

Definition Key definition number (1-256)

Description Alphanumeric description of the definition (21-
characters) [Default = No entry]

Alarm Area Installation site alarm areas [Default = All]

Type Basic categories of the Home Automation System
device types [Default = All]

Unit Basic categories of the Home Automation System
device types [Default = All]

Status LED Enables or disables the ability of the LED in the key
to show the status of the unit [Default = Enabled]

2. 1401-15: Automation Control [System: Class of Service: Features: Features (1401): Automation Control] on
page 17

Enable or disable Home Automation System control for the extension.

• If enabled, an extension can press Home Automation Feature Keys and dial #HA to control Home
Automation System devices.

• If disabled, the extension user cannot control Home Automation System devices (although keys
may still be programmed for the extension).

Option Description

No (0) Disabled [Default or COS 2-15]

Yes (1) Enabled [Default for COS 1]

3. 2121-[01 to 24]: Feature Key Codes Stations: Config: Feature Keys: Assignment (2121): Function Type] on
page 27

Assign key code 37 to an available extension Feature Key.
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Option Description

37 Home Automation System key.

- [Default] = no Home Automation System keys
assigned.

4. 2121-[01 to 24]: Feature Key Data Stations: Config: Feature Keys: Assignment (2121): Function Type] on
page 28

The key data is the Home Automation System key definition (1-256).

Option Description

1-256 Home Automation System key definition (1-256).

- [Default] = 1.

5. 2402-[01-60]: DSS Console Key Codes [Stations: > DSS Consoles: > DSS1: > Assignment (2402): > Function
Type]

Assign key code 37 to an available DSS Console Feature Key.

Option Description

04 Home Automation System key.

- [Default] = no Home Automation System keys
assigned.

6. 2402-[01-60]: DSS Console Key Data [Stations: > DSS Consoles: > DSS1: > Assignment (2402): > Function
Type]

The key data is the Home Automation System key definition (1-256).

Option Description

1-256 Home Automation System key definition (1-256).

- [Default] = 1

3. Enable Phone Activity Automation Control

1. 2119-01: Phone Action Stations: Config: Options: Phone Activity Automation Control (2119): Action] on
page 26

This option provides the means to implement a specific automation system control when the
telephone is active. The available options are:

• Mute Zone
• Mute All Zones
• Set Flag
• Unit On
• Unit Off
• Output On
• Output Off
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Option Description

0 [Default] None.

1 Mute Zone.

2 Mute All Zones.

3 Set Flag = 1.

4 Unit On.

5 Unit Off.

6 Output On.

7 Output Off.

2. 2119-01: Output Number Stations: Config: Options: Phone Activity Automation Control (2119): Unit] on
page 27

For actions 1 and 3-7, use this option to specify the associated audio zone, flag, control unit, or
output. The entry you make in this option is the index number of the device.

• The index number is in parenthesis to the left of the device name in  1904-01: Home Automation
Key Definitions [System: Automation: Key Definitions: Key Definitions (1904)]  on page 21.

Option Description

Index Number 3 digits, 001-999 [No Default Assignment]

4. Display the Temperature on the Telephone Display

1. 1011-04: Zip Code [System: Config: Setup: Identification (1011): Zip Code] on page 16

Enter the local Zip Code for the installation site.

• The system can use the Zip Code to look up the local temperature on the internet.

Option Description

Digits Local Zip Code (5 digits max., using 0-9). [No
Default Assignment]

2. 1511-03: Show Temperature [System: Options: Setup: Display (1511): Show Temperature] on page 18

Use this option to show the outside temperature on the first line of the telephone display.

Option Description

Off (0) Disabled [Default]

Internet (1) DSX uses the Zip Code entry to obtain the local
temperature from the internet.

Automation (2) DSX uses the connected Home Automation System
to obtain the local temperature.

3. 1511-03: Temperature Units [System: Options: Setup: Display (1511): Temperature Units] on page 18
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Select the unit of measure when the temperature is shown in the telephone display (Fahrenheit or
Celsius).

Option Description

1 Degrees Fahrenheit [Default]

2 Degrees Celsius
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Configuration

1011: System Name

 1011-04: Zip Code [System:  > Config:  > Setup:  > Identification (1011):  > Zip Code]
Use this option to enter the local Zip Code for the installation site.

• If  1901-01: Enable Automation System [System: Automation: Setup: System (1901): Enable]  on page 19
is  disabled , the system uses this entry to obtain the local temperature from the National Weather Service.

• If  1901-01: Enable Automation System [System: Automation: Setup: System (1901): Enable]  on page 19
is  enabled , the system obtains the local temperature from the connected Home Automation System.

• To show the local temperature on the first line of the telephone display, enable  1511-03: Show Temperature
[System: Options: Setup: Display (1511): Show Temperature]  on page 18.

Features Related to this Program
Telephone Features

• Home Automation Integration on page 6

IntraMail Features

• None

Program Options

Digits Local Zip Code (5 digits max., using 0-9).

[Default] = no entry.

http://mobile.weather.gov
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Class of Service

1401: Station Features

 1401-15: Automation Control [System:  > Class of Service:  > Features:  > Features (1401):  >
Automation Control]
Use this option to enable or disable Home Automation System control for the extension. If enabled, an extension
can press Home Automation Feature Keys and dial #HA to control Home Automation System devices. If disabled,
the extension user cannot control Home Automation System devices (although keys may still be programmed for
the extension).

Features Related to this Program
Telephone Features

• Home Automation Integration on page 6

IntraMail Features

• None

Program Options

No (0) Disabled [Default or COS 2-15]

Yes (1) Enabled [Default for COS 1]

Default Setting

• Enabled for COS 1; disabled for COS 2-15.
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Options

1511: Display Format

 1511-03: Show Temperature [System:  > Options:  > Setup:  > Display (1511):  > Show
Temperature]
Use this option to show the outside temperature on the first line of the telephone display. DSX can obtain this
temperature from the Home Automation System or from the National Weather Service according to the Zip Code
entry you make in  1011-04: Zip Code [System: Config: Setup: Identification (1011): Zip Code]  on page 16.

Features Related to this Program
Telephone Features

• Home Automation Integration on page 6

IntraMail Features

• None

Program Options

Off (0) Disabled [Default]

Internet (1) DSX uses the Zip Code entry to obtain the local
temperature from the internet.

Automation (2) DSX uses the connected Home Automation System to
obtain the local temperature.

 1511-03: Temperature Units [System:  > Options:  > Setup:  > Display (1511):  > Temperature
Units]
Use this option to select the unit of measure when the temperature is shown in the telephone display. The options
are Fahrenheit or Celsius.

Features Related to this Program
Telephone Features

• Home Automation Integration on page 6

IntraMail Features

• None

Program Options

1 Degrees Fahrenheit [Default]

2 Degrees Celsius

http://mobile.weather.gov
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Home Automation

1901: System

 1901-01: Enable Automation System [System:  > Automation:  > Setup:  > System (1901):  >
Enable]
Use this option to enable integration with the connected Home Automation System. When you enable this option
in the system, the DSX will connect to the Home Automation System controller and download the controller's
database. DSX integrates with the following HAI systems:

• Omni IIe
• OmniPro II
• Lumina
• Lumina Pro

For more on these Home Automation Systems, contact HAI at  www.homeauto.com .

In the System Administrator:

• Status shows the connection state of the Home Automation System (Disconnected, Connected...Loading Data,
or Connected).

• Controller shows the type of HAI-compatible system controller to which the DSX is connected.

Features Related to this Program
Telephone Features

• Home Automation Integration on page 6

IntraMail Features

• None.

Program Options

No (0) Disabled [Default]

Yes (1) Enabled

1902: Connection

 1902-01: IP Address [System:  > Automation:  > Setup:  > Connection (1902):  > IP Address]
Use this option to specify the IP address of the Home Automation System controller. DSX requires an active
Ethernet connection with the controller to provide integration.

The IP address consists of four “octets” with three digits in each octet separated by a period. For example, a
typical router default IP address is 192.168.1.1. (Leading zeros are not required if the octet is less than three
digits.)

Features Related to this Program
Telephone Features

• Home Automation Integration on page 6

IntraMail Features

• None.

http://www.homeauto.com


 | Program 1000 | 20

Program Options

IP Address Digits using 0-9, 12 max in the format
xxx.xxx.xxx.xxx. [Default = 0.0.0.0 (unassigned)]

 1902-02: Controller TCP Port [System:  > Automation:  > Setup:  > Connection (1902):  > TCP
Port]
Use this option to designate the network TCP port assigned to the Home Automation System controller. This is
the port the DSX uses to communicate with the controller over Ethernet. The flexible TCP port assignment helps
avoid port conflicts with other applications running on the phone system LAN. By default, this option is set to
port 4369 to match the default value in the Home Automation System controller.

Features Related to this Program
Telephone Features
• Home Automation Integration on page 6
IntraMail Features
• None.

Program Options

TCP Port 0-65535. [Default = 4369]

 1902-03: Key Part 1 [System:  > Automation:  > Setup:  > Connection (1902):  > Encryption Key
Part 1]
Use this option to enter the first part of the Home Automation System encryption key. There are two parts to
the key. The second part is entered in  1902-04: Key Part 2 [System: Automation: Setup: Connection (1902):
Encryption Key Part 2]  on page 20. DSX can connect to the controller only if a valid encryption key is
entered. If you don't know your key, check with your Home Automation System installer.

Features Related to this Program
Telephone Features
• Home Automation Integration on page 6
IntraMail Features
• None.

Program Options

Key Part 1 16 alphanumeric characters max. [Default = No entry]

• See the Name Programming Chart for help with
entering the key.

 1902-04: Key Part 2 [System:  > Automation:  > Setup:  > Connection (1902):  > Encryption Key
Part 2]
Use this option to enter the second part of the Home Automation System encryption key. There are two parts
to the key. The first part is entered in  1902-03: Key Part 1 [System: Automation: Setup: Connection (1902):
Encryption Key Part 1]  on page 20. DSX can connect to the controller only if a valid encryption key is
entered. If you don't know your key, check with your Home Automation System installer.

Features Related to this Program
Telephone Features
• Home Automation Integration on page 6
IntraMail Features
• None.
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Program Options

Key Part 2 16 alphanumeric characters max. [Default = No entry]

• See the Name Programming Chart for help with
entering the key.

1903: Database Refresh

 1903-01: Database Refresh [System:  > Automation:  > Refresh Button]
The Database Refresh option reloads the Home Automation System controller database into the DSX. You may
want to use this command during a programing session to make sure you have the most recent data stored in the
controller. This is particularly helpful when setting up the Home Automation key definitions in  1904-01: Home
Automation Key Definitions [System: Automation: Key Definitions: Key Definitions (1904)]  on page 21 and
during initial installation.

Note:  The Home Automation System controller database automatically synchronizes with the DSX when
you log onto the DSX using the System Administrator  and  the Home Automation System is connected.

Features Related to this Program
Telephone Features
• Home Automation Integration on page 6
IntraMail Features
• None.

Program Options

0 No Action [Default]

1 Refresh Database

1904: Key Definitions

 1904-01: Home Automation Key Definitions [System:  > Automation:  > Key Definitions:  > Key
Definitions (1904)]

Use this option to set up key definitions that allow Feature Keys to access Home Automation System controls.
You can program up to 256 control definitions. To assign the key to a telephone:
1. Go to  2121-[01 to 24]: Feature Key Codes Stations: Config: Feature Keys: Assignment (2121): Function

Type]  on page 27 and assign the key as an Automation key (type 37).
2. Go to  2121-[01 to 24]: Feature Key Data Stations: Config: Feature Keys: Assignment (2121): Function Type] 

on page 28 and enter the key definition number (1-256) as the additional key data.

Definition You can create up to 256 Home Automation
System key definitions and can assign
any combination of the defined keys to an
extension. Remember than in order to use a
Home Automation System key an extension
must have  1401-15: Automation Control
[System: Class of Service: Features: Features
(1401): Automation Control]  on page 17
enabled.

Description This is a 21-character alphanumeric field that
you can use to describe the key definition.
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The Description field is a convenience for
you when programming key definitions.
The text that you enter does not show up
when programming keys and when a user
press CHECK + Feature Key to check its
definition.

Area Select the Alarm Area to which the key
definition should belong. The key can belong
to a specific alarm area (1-8) or to all areas
(All).

Type For the Alarm Area selected, use Type to
choose the type of device you want the key
to control. The available types are shown
below. The types that begin with a dash
(e.g., - Thermostats) are a subset of a major
category (e.g., Climate).

Unit The Unit option lets you select a particular
Home Automation System device of a
specific Type in a specific Area. The
following example shows the available
thermostat units in Alarm Area 1.

• When Area = All, types with sub-types
(Control, Security, Climate, and All) don't
provide individual unit selections. You
have to select the sub-type instead.

• When Area = All, types without sub-
types (Buttons, Audio, and Access)
provide the individual unit selections.

Some Common Strategies for Setting Up Home Automation Key Definitions
A Top Level Key allows the user to press the key and then navigate through all available Home Automation
System controls. To do this, set the Area, Type, and Unit options to All.
While connected, as you select an Area, Type, and Unit the choices become more selective according to the
programmed Home Automation System database.



 | Program 1000 | 23

While connected, to view all Units of a particular type (even if they are not set up in the Home Automation
System database, set Area to All. The units that are not installed are represented by index numbers.
When editing key definitions after opening a saved DSX database, the programming procedures are the
same as while connected.
When editing key definitions after opening a new (default) DSX database, set Area to All for the key you
are defining. The corresponding individual units will display as index numbers. DSX cannot know what these
units are so you'll have to keep an off-line record of your assignments. This will ensure that the key definitions
in the DSX will match the units in the Home Automation System once it is installed and programmed.

Features Related to this Program
Telephone Features

• Home Automation Integration on page 6

IntraMail Features

• None.

Program Options

Definition Key definition number (1-256)

Description Alphanumeric description of the definition (21-
characters) [Default = No entry]

Alarm Area Installation site alarm areas [Default = All]

Type Basic categories of the Home Automation System
device types [Default = All]

Unit Basic categories of the Home Automation System
device types [Default = All]

Status LED Enables or disables the ability of the LED in the key to
show the status of the unit [Default = Enabled]
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Configuration

2119: Phone Activity Automation

 2119-01: Phone Action Stations:  > Config:  > Options:  > Phone Activity Automation Control
(2119):  > Action]
If the DSX is connected to a Home Automation System, this option provides the means to implement a specific
automation system control when the telephone is active. For example, the system can automatically turn on a
workshop light when the phone is ringing or active.

Phone Action Options

None Phone Action disabled

Mute Audio Zone Mutes the volume of the audio device in a
specific audio zone (e.g., Kitchen, Bedroom,
or Living Room). To assign this action to a
specific zone, see  2119-01: Output Number
Stations: Config: Options: Phone Activity
Automation Control (2119): Unit]  on page
27.

Mute All Audio Zones Mutes the volume of all the devices in all the
audio zones simultaneously.

Set Flag Sets a specific Home Automation System
flag to 1, which in turn can initiate an
action programmed within the automation
system. To assign this action to a specific
flag number, see  2119-01: Output Number
Stations: Config: Options: Phone Activity
Automation Control (2119): Unit]  on page
27.

Unit On Turns on a specific Home Automation
System control unit (e.g., to turn on a
workshop light). To assign this action to a
specific control unit, see  2119-01: Output
Number Stations: Config: Options: Phone
Activity Automation Control (2119): Unit] 
on page 27.

Unit Off Turns off a specific Home Automation
System control unit (e.g., to turn off a radio).
To assign this action to a specific control
unit, see  2119-01: Output Number Stations:
Config: Options: Phone Activity Automation
Control (2119): Unit]  on page 27.

Output On Turns on the associated output control unit
(e.g., to turn on a notification chime). To
assign this action to a specific output, see 
2119-01: Output Number Stations: Config:
Options: Phone Activity Automation Control
(2119): Unit]  on page 27.
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Output Off Turns off the associated output control
unit (e.g., to mute a non-compatible audio
system). To assign this action to a specific
output, see  2119-01: Output Number
Stations: Config: Options: Phone Activity
Automation Control (2119): Unit]  on page
27.

Features Related to this Program
Telephone Features
• Home Automation Integration on page 6
IntraMail Features
• None

Program Options

0 None [Default]

1 Mute Zone

2 Mute All Zones

3 Set Flag = 1

4 Unit On

5 Unit Off

6 Output On

7 Output Off

 2119-01: Output Number Stations:  > Config:  > Options:  > Phone Activity Automation Control
(2119):  > Unit]
When setting up  2119-01: Phone Action Stations: Config: Options: Phone Activity Automation Control (2119):
Action]  on page 26 actions 1 and 3-7, use this option to specify the associated audio zone, flag, control unit,
or output. The entry you make in this option is the index number of the device. To get the index number for a
device, use  1904-01: Home Automation Key Definitions [System: Automation: Key Definitions: Key Definitions
(1904)]  on page 21. The index number is in parenthesis to the left of the device name (see below).

Features Related to this Program
Telephone Features
• Home Automation Integration on page 6
IntraMail Features
• None

Program Options

Index Number 3 digits, 001-999 [No Default Assignment]

2121: Feature Keys

 2121-[01 to 24]: Feature Key Codes Stations:  > Config:  > Feature Keys:  > Assignment (2121):
 > Function Type]
Use this option to enter the key codes for an extension’s Feature Keys. See Feature Key Assignments for more.
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Features Related to this Program
Telephone Features

• Feature Keys

IntraMail Features

• None

Program Options

• See Feature Key Assignments for more.

Default Setting

• In DSX-80/160, keys 1-12 are line keys for lines 1-12 and keys 13-24 are undefined.
• In DSX-40, keys 1-8 are line keys for lines 1-8 and keys 9-24 are undefined.
• For attendants:

• Key 12 (on 22-button) or key 24 (on 34-button) is an Operator Call Key.

 2121-[01 to 24]: Feature Key Data Stations:  > Config:  > Feature Keys:  > Assignment (2121):  >
Function Type]
Use this option to enter the data (if any) associated with a Feature Key code. See Feature Key Assignments for
more.

Features Related to this Program
Telephone Features

• Feature Keys

IntraMail Features

• None

Program Options

• See Feature Key Assignments for more.

Default Setting

• In DSX-80/160, keys 1-12 are line keys for lines 1-12 and keys 13-24 are undefined.
• In DSX-40, keys 1-8 are line keys for lines 1-8 and keys 9-24 are undefined.
• For attendants:

• Key 12 (on 22-button) or key 24 (on 34-button) is an Operator Call Key.
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